


BALL VALVES

FEATURES :

1. Design: Single piece, Two pieces, Three piece,
Trunnion mounted, Jacketed.

2. Pressure Rating Class:
1504#,300+#,,600+#,800#,900#,1500#

3. Operation: Manual Lever, Manual Gear Box, Electrical
& Pneumatic Actuator.

4. Ends: Flanged Screwed, Socket weld, Butt weld,
Flanged Butt weld

5. Size Range: 15mm to 250mm

STANDARDS :

I Design and Manufacturing as per BS EN ISO 17292 (Replace of BS 5351) | Face to Face & End to End Dimensions
Standaard as per ASME B16.10 | Flange Dimensions Standard as per ASME B 16.5 | Inspection & Testing Standard as
per ISO 5208{Replace of BS 6755 (Part - 1)} | Fire Safe Design s per APl 607

GATE VALVES

FEATURES :
1. Design: Bolted Bonnet, Union Bonnet. -
2. Pressure Rating Class: {‘ )

150#,300#,,600#,800#,900#,1500#

3. Operation: Manual Lever, Manual Gear Box, Electrical o 1

T
& Pneumatic Actuator. .
4. Ends: Flanged, Screwed, Socket weld, Butt weld, t{ 2
Flanged Butt weld *
5. Size Range: 25mm to 400mm %""H
| |
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STANDARDS :

I Design and Manufacturing as per BS EN ISO 17292 (Replace of Bs5351) | Face to Face & End to End Dimensions
Standaard as per ASME B16.10 | Flange Dimensions Standard as per ASME B 16.5 | Inspection & Testing Standard as
per 1ISO 5208 {Replace of BS 6755 (Part - 1)} | Fire Safe Design as per APl 607

GLOB VALVES

FEATURES :

1. Design: Single piece, Two pieces, Three piece,
Trunnion mounted, Jacketed.

2. Pressure Rating Class:
150#,300+#,,600+#,800#,900#,1500#

3. Operation: Manual Lever, Manual Gear Box, Electrical
& Pneumatic Actuator.

4. Ends: Flanged Screwed, Socket weld, Butt weld,
Flanged Butt weld

5. Size Range: 15mm to 250mm

STANDARDS :

I Design and Manufacturing as per BS 1873 | Face to Face & End to End Dimensions Standaard as per ASME B16.10
| Flange Dimensions Standard as per ASME B 16.5 | Inspection & Testing Standard as per ISO 5208

{Replace of BS 6755 (Part - 1)} | For low temperature and cryogenic services (cold box and non-cold box applications)
Extended bonnet as per BS 6364

SWING CHECK VALVE

FEATURES :

1. Design: Swing, Lift up, Wafer, Dual Plate, Non Slam

2. Pressure Rating Class: 150#, 300#, 600#, 800#,
900#,1500#

3. Ends: Flanged, Screwed, wafer, Socket weld, Butt
weld, Flanged Butt weld

5. Size Range: 25mm to 450mm

STANDARDS :

I Design and Manufacturing as per BS 1868 | Face to Face & End to End Dimensions Standaard as

per ASME B16.10 | Flange Dimensions Standard as per ASME B 16.5 | Inspection & Testing Standard as per ISO 5208
{Replace of BS 6755 (Part - 1)}

BUTTERFLY VALVES

FEATURES :

1. Design: Surseal, Replaceable, Wafer, Lugged,
Offset Disc, Double Flanged

2. Pressure Rating Class: PN 10/ PN 16/ 150#

3. Ends: Wafer, Double Flanged

5. Size Range: 40mm to 700mm

STANDARDS :

I Design and Manufacturing as per BS EN ISO 17292 (Replace of BS 5351) | Face to Face & End to End Dimensions
Standaard as per ASME B16.10 | Flange Dimensions Standard as per ASME B 16.5 | Inspection & Testing Standard as
per ISO 5208 {Replace of BS 6755 (Part - 1)} | Fire Safe Design s per APl 607

MOISTURE SEPERATOR

FEATURES :

Size: 4"to 6" BSP/NPT/Flanged

Body: M/Steel, S/Steel 316 with

Pressure: Up to 10kg/cm, 24kg/cm

Media: Air, Gas, Steam

Drain Facility: Manual/Automatic with Transparent Bowl
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DUAL PLATE

FEATURES :
1. MOC
C.l. / M.S./ Stainless Steel
2. Flanged / Screwed
3. Size : 1/2"t0 12"

STRAINER VALVES

T-Type

FEATURES :

Design: Dual Plate

Moc: C.S/C.I/M.S/ Stainless steel
Pressure Rating: 150#/ 300#
Ends: Wafer Type

Size: 12" to 36"
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STRAINER VALVES

Y-Type

FEATURES :
1. MOC
C.l. / M.S./ Stainless Steel
2. Flanged / Screwed
3. Size: 1/2"to 12"



